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Connect a PD charger
Power PCs and mobile devices

High Performance
Capture

4K 30 fps
FHD 120 fps

Add audio overlay to
original A/V signals

Audio
& Video

HDMI to
USB

BRIDGE

PLUG. PLAY.
RECORD, STREAM,
VIDEOCONFERENCE
WITH RADA BRIDGE
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KEY FEATURES: 
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PRODUCT ARCHITECTURE
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TECHNICAL SPECIFICATIONS

Model Name A-BR02
Video Input
Audio Input

Video and Audio Output

Supported resolutions and codecs

Power Supply

Dimensions

1x HDMI 1.4
1x HDMI 1.4, 1x 3.5mm Line In (TRS)
1x HDMI 1.4 (Loop through)
1x USB 3.2 (Gen 1) Type-C

3840 x 2160p30 (MJPEG/NV12/I420)
2560 x 1440p60/50/30 (MJPEG/NV12/ I420/YUY2)
2560 x 1080p60/50/30 (MJPEG/NV12/ I420/YUY2)
1920 x 1080p120 (MJPEG/NV12/I420)
1920 x 1080p60/50/30 (MJPEG/NV12/ I420/YUY2/XRGB)
1280 x 720p60/50 (MJPEG/NV12/I420/ YUY2/XRGB)

5V 2A via USB Type-C
PD3.0 (Type-C) 20V 5A charging port
97mm x 59mm x 15mm

HDMI OUT

HDMI IN

Weight

Package Contents

100g

A-BR02 HDMI to USB Bridge, 1x USB
3.0 Type-C to Type-C and Type-A Cable,
1x Quick Installation Guide


